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OUR MISSION

OUR VISION

• Honesty and reliability,
• Teamwork and human investment,
• Compliance with international quality standards,
• Consciously and meticulously respecting the environment,
• Compliance with customer requests, keeping satisfaction at the forefront,
• Maintain the delicate balance between profitability and customer focus

• To be an exemplary organization with competitive power in the clamp sector in the domestic and 
foreign markets,

• To reach a wide consumer group by developing our technology beyond customer expectations,
• To achieve the best with continuous improvement practice,
• To be a pioneer in change by developing innovative products on a sectoral basis,
• To diversify our products continuously,
• To ensure the continuity of our contribution to the economy,
• To make our employees functional with continuous training and practices.



ABOUT US

OEM CLAMPS (Ideal Otomotiv Inşaat Kelepce San. ve Tic. Ltd. Sti.) has been operating in the fasteners sector since 
1990. Our global brand OEM CLAMPS, registered in 2010, has been serving in more than 30 different sectors.

OEM Clamps serves to automotive, commercial vehicles, agricultural and construction machinery, filtering and 
irrigation systems, maritime, aviation, heavy construction machinery and many sectors. Our products are used 
in a wide range from exhaust and emission systems(DPF, SCR, SCRT, DOC), turbo, intercooler, hose and pipe 
connections.

OEM Clamp products include rubber hoses, plastic pipes, solid objects; It is used wherever steel 
pipe, flanged joints or other parts need to be fixed, joined or securely connected.

More than 70% of our products are exported to worldwide well-known 
OE brands.

Our company is advancing as a reliable partner in the 
sector with its experienced staff, the principle of 
continuous new product development, 
world-class product quality, competitive
price policy and customer satisfaction.
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OUR QUALITY, ENVIRONMENT AND OHS POLICY

HUMAN RESOURCES POLICY

In order to respond to the quality, safety, reliability, environment and other product demands and expectations of 
our customers and the international community;
To continuously increase, develop and determine customer needs and expectations and satisfaction and to meet 
their demands at the highest possible level,

To be respectful to the environment in the processes it carries out,
To produce products that comply with the legal requirements and standards of the national and international markets 
where we sell our products,

By making the best use of its resources, investigating and eliminating the root causes of our mistakes, reduce wastage 
and losses, and by observing all the factors affecting our costs, to bring them to the minimum level possible,

By following the innovations in the clamps and fasteners sector, to continuously improve our quality management 
system, products and processes, to take its place in the world market as a leading company in our sector;
It has adopted it as a quality policy and committed to implementing it.

In line with the principle of sustainability, our priority values are adherence to ethical principles, transparency, zero 
tolerance to bribery and corruption in our relations with relevant parties in all our Quality Management System and 
business processes.

Our employees must act with integrity and honesty in their relations with all our stakeholders. It is our human 
resources policy to make an effort to work with the awareness that the job imposes a responsibility towards people, 
the environment, the law and its customers.
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QUALITY CERTIFICATIONS

THE OEM CLAMPS APPROACH

OEM CLAMPS serves to the industry in order to meet the customer demands from begining of the R&D to the 
product delivery as a principle.
Continuous improvement and zero-defect policy applies in each production process with modern production line 
and experienced production team.
Oem clamps offers fast and safe solutions with its customer-based and solution-oriented approach.
Major advantages of OEM Clamps;

• New product development by constantly meeting the customer demands
• With decades of experience in the clamping industry, In-house designed and manufactured molds, 

production lines and custom product range
• Quality policy followed in all processes from design to finished product

Our quality planning that we apply in all;

The OEM Clamps is honoured with being registered and operate our Quality Management Systems under ISO 9001, 
IATF16949, ISO 14001 and ISO 45001 certifications. Certification standards provides our customers the confidence 
that OEM Clamps leads by a culture of quality and continuous improvement, while operating in an environmentally 
responsible manner.

*All current Quality Certifications can be found on our website, www.oemclamps.com
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V-BAND CLAMPS - VTB

PRODUCT CODE "ØNominal 
(mm)"

ØFlange 
O.D.(mm)

VTB19-137 65,00 62,00
VTB19-340 72,60 69,60
VTB22-036 73,55 70,55
VTB19-320 77,00 74,00
VTB19-410 75,00 72,00
VTB19-078 76,20 73,20
VTB19-059 78,00 75,00
VTB19-035 81,50 78,50
VTB19-341 85,30 82,30
VTB22-037 86,25 83,25
VTB22-047 88,90 85,90
VTB19-060 89,00 86,00
VTB22-086 93,00 90,00
VTB19-342 98,00 95,00
VTB22-065 98,00 95,00
VTB22-071 98,00 95,00
VTB22-031 98,50 95,50
VTB22-038 98,95 95,95
VTB22-054 100,00 97,00
VTB22-146 104,00 101,00
VTB19-084 104,10 101,10
VTB19-352 106,00 103,00

VTB22-374-1 106,00 103,00
VTB19-322 109,00 106,00
VTB19-062 109,00 106,00
VTB19-061 109,50 106,50
VTB19-139 110,20 107,20
VTB19-343 110,70 107,70
VTB22-210 111,00 108,00
VTB22-039 114,10 111,10
VTB19-123 115,00 112,00
VTB19-079 117,00 114,00
VTB19-335 117,00 114,00
VTB22-109 118,00 115,00
VTB22-032 119,00 116,00
VTB22-055 121,00 118,00
VTB19-344 123,40 120,40
VTB22-076 124,00 121,00
VTB22-318 125,00 122,00
VTB22-040 127,00 124,00

PRODUCT CODE "ØNominal 
(mm)"

ØFlange 
O.D.(mm)

VTB19-157 127,00 124,00
VTB19-056 129,50 126,50
VTB19-174 130,00 127,00
VTB19-345 136,10 133,10
VTB22-041 140,50 137,50
VTB22-063 140,50 137,50
VTB19-262 145,00 142,00
VTB19-261 145,30 142,30
VTB19-346 148,80 145,80
VTB22-098 149,50 146,50
VTB25-121 150,00 147,00
VTB19-158 152,40 149,40
VTB22-042 152,50 149,50
VTB22-156 155,00 152,00
VTB22-068 160,00 157,00
VTB19-155 162,00 159,00
VTB19-154 163,00 160,00
VTB22-354 163,00 160,00
VTB19-298 173,00 170,00
VTB19-396 174,00 171,00
VTB22-107 178,50 175,50
VTB22-138 183,00 180,00
VTB19-356 193,00 190,00
VTB25-069 197,00 194,00
VTB19-159 203,40 200,40
VTB19-122 205,00 202,00
VTB19-057 206,20 203,20

DVTB25-075 211,00 208,00
VTB19-124 213,00 210,00
VTB22-358 226,00 223,00
VTB25-359 264,00 261,00
VTB25-360 266,00 263,00
VTB25-361 267,00 264,00
VTB22-374 267,00 264,00
VTB22-375 267,00 264,00
DVB22-326 291,00 288,00
DVTB32-064 300,00 297,00
VTB22-401 318,00 315,00
DVB25-325 337,00 334,00
VTB22-363 339,00 336,00

OEM V band Clamps are used on all flanged and V-shaped connection points in many different areas. OEM V Band 
Clamps, which are produced considering the intended use and environmental conditions (lock types, mounting 
type and speed, heat, pressure, vibration, corrosion resistance, mechanical strength, etc.), meet customer special 
requests with a product range of more than 200 apart from existing products, From design to mass production, 
we are always ready to advise and serve our customers for special applications and their requests with our many 
years of experience in the industry.
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V-BAND CLAMPS - VBK

DOUBLE V-BAND CLAMPS - DVB

OEM V-Band Flange Kıt provide fast, secure coupling for tube connections. 
It is a perfect solution for easy installation and disassemble of tube 
connections.
It is used in a wide range of applications including turbo charges, tube 
fixing, pumps, high pressure air and water systems.

OEM Double V-Band clamps provide high tightening torque and secure coupling for 
critical joints which icludes large diameter applications and high vibration.
• High tigtening torque and accurate sealing with double lock system
• High resistance to pressure and vibration
• Long term durability, strenght and corrosion resistance
• Space and weight saving compact design
• Easy handling
• Quick assembly

It is used in a wide range of applications including exhaust connections, 
pumps, ship exhaust systems and other flanged joints.

PRODUCT CODE SIZE (inc) "Inner Diameter  
{I.D.} (mm)"

"Outer Diameter  
{O.D.} (mm)" A dia (mm) 

340 2” 51,6 69,6 3.22
341 2,5” 64,3 82,3 3.22
342 3” 77 95 3.22
343 3,5” 89,7 107,7 3.22
344 4” 102,4 120,4 3.22
345 4,5” 115,1 133,1 3.22
346 5” 127,8 145,8 3.22
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OEM V-Band clamps provide fast, secure coupling for 
flanged joints.
OEM V-Band clamps are easy usage with the highest quality 
standarts.

• Engineered for long term durability, corrrosion 
resistance

• Space and weight saving compact design
• Durable and stronger closure system
• Temparature rating  up to 900 °C
• Easy handling
• Quick assembly

Outline Specification Options
• Diameter range 55mm to 600mm
• Materials:

 300 series stainless steel : 304, 301, 316, 316Ti
 400 series stainless steel : 430, 409, 430Ti, 441

Custom Designs
OEM Clamps can make also custom products as per 
your request. Custom products could include specified 
dimensions, different band and hardware materials, 
different bandwidths, different bolt types and varied lock 
systems.

Areas Of Usage
It is used in a wide range of applications including exhaust 
systems, turbochargers, pumps, filters, emission and 
industrial applications, diesel engines and other flanged 
joints.

V-BAND CLAMPS -VBC
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PRODUCT CODE "ØNominal 
(mm)"

ØFlange 
O.D.(mm)

VBC20-067 68,00 65,00
VBC20-180 70,00 67,00

VBC20-302-1 74,00 71,00
VBC20-082 76,50 73,50
VBC19-229 78,00 75,00
VBC25-371 87,50 84,50
VBC20-303 88,00 85,00
VBC20-372 89,00 86,00
VBC20-044 97,00 94,00
VBC20-045 103,00 100,00
VBC25-412 103,00 100,00
VBC25-301 104,00 101,00
VBC20-048 110,00 107,00
VBC25-263 115,80 112,80
VBC25-264 115,80 112,80
VBC25-211 115,80 112,80
VBC25-052 117,00 114,00
VBC20-227 117,00 114,00
VBC25-234 118,00 115,00
VBC25-265 127,40 124,40
VBC25-088 127,00 124,00
VBC22-382 128,00 125,00
VBC25-266 132,50 129,50
VBC25-049 136,00 133,00
VBC20-353 141,00 138,00
VBC25-267 145,80 142,80
VBC25-268 152,20 149,20
VBC25-269 155,80 152,80
VBC22-378 165,00 162,00
VBC25-366 173,00 170,00
VBC25-330 178,00 175,00
VBC20-355 176,00 173,00
VBC25-299 205,00 202,00
VBC25-051 243,00 240,00
VBC22-384 284,00 281,00
VBC22-386 308,00 305,00
VBC25-362 334,00 331,00
VBC22-376 364,00 361,00
VBC25-331 374,00 371,00
VBC25-332 387,00 384,00

DVBC32-228 627,20 624,20
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OEM T-Bolt clamps are designed for points 
that require accurate sealing. They are 
well suitable for medium and heavy-duty 
applications.

• High tensile strength and sealing
• Resistant to temperature 

changes and corrosion
• Uniform clamping force 

throughout 360 degrees
• Space and weight saving durable 

desing with three welding points
• Sizing: 35mm - 224mm(other 

sizes can be offered)
• 400 and 300  stainless steel 

series material options(other 
materials can be offered)

• Quick and easy assembly

It is used in commercial vehicles 
for coolant and air-intake systems, 
automative industry, marine industry, 
building machines, agriculturel machines, 
irrigation systems, Pump and Filters, heavy 
construction machinery industries as well 
as the hose industry.

Ød - D(mm) PRODUCT CODE
r (mm)  a (mm)  s (mm) 

mm W2 W3 W4
35*40 TB  - 212 TB  - 312 TB  - 412

1/4 19 0.8

38*43 TB  - 213 TB  - 313 TB  - 413
41*48 TB  - 214 TB  - 314 TB  - 414
44*51 TB  - 215 TB  - 315 TB  - 415
48*56 TB  - 216 TB  - 316 TB  - 416
51*59 TB  - 217 TB  - 317 TB  - 417
54*62 TB  - 218 TB  - 318 TB  - 418
57*65 TB  - 219 TB  - 319 TB  - 419
60*68 TB  - 220 TB  - 320 TB  - 420
63*72 TB  - 221 TB  - 321 TB  - 421
67*75 TB  - 222 TB  - 322 TB  - 422
70*78 TB  - 223 TB  - 323 TB  - 423
73*81 TB  - 224 TB  - 324 TB  - 424
76*84 TB  - 225 TB  - 325 TB  - 425
77*85 TB  - 226 TB  - 326 TB  - 426
79*87 TB  - 227 TB  - 327 TB  - 427
82*91 TB  - 228 TB  - 328 TB  - 428
86*94 TB  - 229 TB  - 329 TB  - 429
89*97 TB  - 230 TB  - 330 TB  - 430
90*98 TB  - 231 TB  - 331 TB  - 431

92*100 TB  - 232 TB  - 332 TB  - 432
95*103 TB  - 233 TB  - 333 TB  - 433

101*110 TB  - 234 TB  - 334 TB  - 434
103*111 TB  - 235 TB  - 335 TB  - 435
105*113 TB  - 236 TB  - 336 TB  - 436
108*116 TB  - 237 TB  - 337 TB  - 437
114*122 TB  - 238 TB  - 338 TB  - 438
116*124 TB  - 239 TB  - 339 TB  - 439
121*129 TB  - 240 TB  - 340 TB  - 440
127*135 TB  - 241 TB  - 341 TB  - 441
133*141 TB  - 242 TB  - 342 TB  - 442
140*148 TB  - 243 TB  - 343 TB  - 443
146*154 TB  - 244 TB  - 344 TB  - 444
152*160 TB  - 245 TB  - 345 TB  - 445
159*167 TB  - 246 TB  - 346 TB  - 446
165*173 TB  - 247 TB  - 347 TB  - 447
171*180 TB  - 248 TB  - 348 TB  - 448
178*186 TB  - 249 TB  - 349 TB  - 449
184*192 TB  - 250 TB  - 350 TB  - 450
190*198 TB  - 251 TB  - 351 TB  - 451
197*205 TB  - 252 TB  - 352 TB  - 452
203*211 TB  - 253 TB  - 353 TB  - 453
210*218 TB  - 254 TB  - 354 TB  - 454
216*224 TB  - 255 TB  - 355 TB  - 455

STANDART T-BOLT HOSE CLAMPS - TB
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OEM Spring-Loaded T-Bolt clamps provides 
constant band tension for medium and 
high pressure joints. Changes in hose 
diameter caused by heat, pressure and 
vibration are absorbed by the spring and 
provide a safer connection. HYTB model is 
designed for heavy-duty applications.

• High tensile strength and sealing
• Resistant to temperature 

changes and corrosion
• Uniform clamping force 

throughout 360 degrees
• Space and weight saving durable 

desing with three welding points
• Sizing: 54mm - 224mm(other 

sizes can be offered)
• 400 and 300  stainless steel 

series material options(other 
materials can be offered)

• Quick and easy assembly
 
It is used in the automotive, marine 
industry, building machines, agriculturel 
machines, irrigation systems, Pump and 
Filters, heavy construction machinery 
industries as well as the hose industry.

Ød - D(mm) PRODUCT CODE
r (mm)  a (mm)  s (mm) 

mm W2 W3 W4

54*62 YTB  - 218 YTB  - 318 YTB  - 418

1/4 19 0,8

57*65 YTB  - 219 YTB  - 319 YTB  - 419
60*68 YTB  - 220 YTB  - 320 YTB  - 420
63*72 YTB  - 221 YTB  - 321 YTB  - 421
67*75 YTB  - 222 YTB  - 322 YTB  - 422
70*78 YTB  - 223 YTB  - 323 YTB  - 423
73*81 YTB  - 224 YTB  - 324 YTB  - 424
76*84 YTB  - 225 YTB  - 325 YTB  - 425
77*85 YTB  - 226 YTB  - 326 YTB  - 426
79*87 YTB  - 227 YTB  - 327 YTB  - 427
82*91 YTB  - 228 YTB  - 328 YTB  - 428
86*94 YTB  - 229 YTB  - 329 YTB  - 429
89*97 YTB  - 230 YTB  - 330 YTB  - 430
90*98 YTB  - 231 YTB  - 331 YTB  - 431

92*100 YTB  - 232 YTB  - 332 YTB  - 432
95*103 YTB  - 233 YTB  - 333 YTB  - 433

101*110 YTB  - 234 YTB  - 334 YTB  - 434
103*111 YTB  - 235 YTB  - 335 YTB  - 435
105*113 YTB  - 236 YTB  - 336 YTB  - 436
108*116 YTB  - 237 YTB  - 337 YTB  - 437
114*122 YTB  - 238 YTB  - 338 YTB  - 438
116*124 YTB  - 239 YTB  - 339 YTB  - 439
121*129 YTB  - 240 YTB  - 340 YTB  - 440
127*135 YTB  - 241 YTB  - 341 YTB  - 441
133*141 YTB  - 242 YTB  - 342 YTB  - 442
140*148 YTB  - 243 YTB  - 343 YTB  - 443
146*154 YTB  - 244 YTB  - 344 YTB  - 444
152*160 YTB  - 245 YTB  - 345 YTB  - 445
159*167 YTB  - 246 YTB  - 346 YTB  - 446
165*173 YTB  - 247 YTB  - 347 YTB  - 447
171*180 YTB  - 248 YTB  - 348 YTB  - 448
178*186 YTB  - 249 YTB  - 349 YTB  - 449
184*192 YTB  - 250 YTB  - 350 YTB  - 450
190*198 YTB  - 251 YTB  - 351 YTB  - 451
197*205 YTB  - 252 YTB  - 352 YTB  - 452
203*211 YTB  - 253 YTB  - 353 YTB  - 453
210*218 YTB  - 254 YTB  - 354 YTB  - 454
216*224 YTB  - 255 YTB  - 355 YTB  - 455

SPRING LOADED T-BOLT HOSE CLAMPS - YTB
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• High tensile strength and sealing
• Resistant to temperature 

changes and corrosion
• Uniform clamping force 

throughout 360 degrees
• Space and weight saving durable 

desing with three welding points
• Sizing: 54mm - 224mm(other 

sizes can be offered)
• 400 and 300  stainless steel 

series material options(other 
materials can be offered)

• Quick and easy assembly

It is used in the automotive, marine 
industry, building machines, agricultural 
machines, irrigation systems, Pump and 
Filters, heavy construction machinery 
industries as well as the hose industry.

Heavy Duty Spring-Loaded T-Bolt(HYTB) clamps provides constant band tension for high pressure joints. 
Changes in hose diameter caused by heat, pressure and vibration are absorbed by the spring and provide a safer 
connection. 

Ød - D(mm) PRODUCT CODE
r (mm)  a (mm)  s (mm) 

mm W2 W3 W4
54*62 HYTB  - 218 HYTB  - 318 HYTB  - 418

1/4 19 0,8

57*65 HYTB  - 219 HYTB  - 319 HYTB  - 419
60*68 HYTB  - 220 HYTB  - 320 HYTB  - 420
63*72 HYTB  - 221 HYTB  - 321 HYTB  - 421
67*75 HYTB  - 222 HYTB  - 322 HYTB  - 422
70*78 HYTB  - 223 HYTB  - 323 HYTB  - 423
73*81 HYTB  - 224 HYTB  - 324 HYTB  - 424
76*84 HYTB  - 225 HYTB  - 325 HYTB  - 425
77*85 HYTB  - 226 HYTB  - 326 HYTB  - 426
79*87 HYTB  - 227 HYTB  - 327 HYTB  - 427
82*91 HYTB  - 228 HYTB  - 328 HYTB  - 428
86*94 HYTB  - 229 HYTB  - 329 HYTB  - 429
89*97 HYTB  - 230 HYTB  - 330 HYTB  - 430
90*98 HYTB  - 231 HYTB  - 331 HYTB  - 431

92*100 HYTB  - 232 HYTB  - 332 HYTB  - 432
95*103 HYTB  - 233 HYTB  - 333 HYTB  - 433

101*110 HYTB  - 234 HYTB  - 334 HYTB  - 434
103*111 HYTB  - 235 HYTB  - 335 HYTB  - 435
105*113 HYTB  - 236 HYTB  - 336 HYTB  - 436
108*116 HYTB  - 237 HYTB  - 337 HYTB  - 437
114*122 HYTB  - 238 HYTB  - 338 HYTB  - 438
116*124 HYTB  - 239 HYTB  - 339 HYTB  - 439
121*129 HYTB  - 240 HYTB  - 340 HYTB  - 440
127*135 HYTB  - 241 HYTB  - 341 HYTB  - 441
133*141 HYTB  - 242 HYTB  - 342 HYTB  - 442
140*148 HYTB  - 243 HYTB  - 343 HYTB  - 443
146*154 HYTB  - 244 HYTB  - 344 HYTB  - 444
152*160 HYTB  - 245 HYTB  - 345 HYTB  - 445
159*167 HYTB  - 246 HYTB  - 346 HYTB  - 446
165*173 HYTB  - 247 HYTB  - 347 HYTB  - 447
171*180 HYTB  - 248 HYTB  - 348 HYTB  - 448
178*186 HYTB  - 249 HYTB  - 349 HYTB  - 449
184*192 HYTB  - 250 HYTB  - 350 HYTB  - 450
190*198 HYTB  - 251 HYTB  - 351 HYTB  - 451
197*205 HYTB  - 252 HYTB  - 352 HYTB  - 452
203*211 HYTB  - 253 HYTB  - 353 HYTB  - 453
210*218 HYTB  - 254 HYTB  - 354 HYTB  - 454
216*224 HYTB  - 255 HYTB  - 355 HYTB  - 455

HEAVY DUTY SPRING LOADED T-BOLT HOSE CLAMPS - HYTB
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Ød - D(mm) PRODUCT CODE
r (mm)  e (mm)  a (mm)  s (mm)

mm INC W1 W2 W4

17*19 11/16 - 3/4 Aİ - 113 Aİ - 213 Aİ - 413

M6 8 18 0,6/0,8

19*21 3/4 - 13/16 Aİ - 114 Aİ - 214 Aİ - 414
21*23 13/16 - 29/32 Aİ - 115 Aİ - 215 Aİ - 415
23*25 29/32 - 1 Aİ - 116 Aİ - 216 Aİ - 416
25*27 1 - 1 1/16 Aİ - 117 Aİ - 217 Aİ - 417
27*29 1 1/16 - 1 5/32 Aİ -118 Aİ - 218 Aİ - 418
29*31 1 5/32 - 1 7/32 Aİ -119 Aİ - 219 Aİ - 419

M7 10 20 0,8/1

31*34 1 7/32 - 1 5/16 Aİ -120 Aİ - 220 Aİ - 420
34*37 1 5/16 - 1 7/16 Aİ - 121 Aİ - 221 Aİ - 421
37*40 1 7/16 - 1 9/16 Aİ - 122 Aİ - 222 Aİ - 422
40*43 1 9/16-1 11/16 Aİ - 123 Aİ - 223 Aİ - 423
43*47 1 11/16 - 1 7/8 Aİ - 124 Aİ - 224 Aİ - 424
47*51 1 7/8 - 2 Aİ - 125 Aİ - 225 Aİ - 425
51*55 2 - 2 5/32 Aİ - 126 Aİ - 226 Aİ - 426
55*59 2 5/32 - 2 5/16 Aİ - 127 Aİ - 227 Aİ - 427
59*63 2 5/16 - 2 1/2 Aİ - 128 Aİ - 228 Aİ - 428
63*68 2 1/2 - 2 11/16 Aİ - 129 Aİ - 229 Aİ - 429
68*73 2 11/16 - 2 7/8 Aİ - 130 Aİ - 230 Aİ - 430

M8 13 25 1/1,2

73*79 2 7/8 - 3 1/8 Aİ - 131 Aİ - 231 Aİ - 431
79*85 3 1/8 - 3 11/32 Aİ - 132 Aİ - 232 Aİ - 432
85*91 3 11/32-3 9/16 Aİ - 133 Aİ - 233 Aİ - 433
91*97 3 9/16-3 13/16 Aİ - 134 Aİ - 234 Aİ - 434

97*104 3 13 /16-4 3/32 Aİ - 135 Aİ - 235 Aİ - 435
104*112 4 3/32 - 4 3/8 Aİ - 136 Aİ - 236 Aİ - 436
112*121 4 3/8 - 4 3/4 Aİ - 137 Aİ - 237 Aİ - 437
121*130 4 3/4 - 5 1/8 Aİ - 138 Aİ - 238 Aİ - 438
130*140 5 1/8 - 5 1/2 Aİ - 139 Aİ - 239 Aİ - 439

M10 15 28 1,2/1,5

140*150 5 1/2 - 5 7/8 Aİ - 140 Aİ - 240 Aİ - 440
150*162 5 7/8 - 6 3/8 Aİ - 141 Aİ - 241 Aİ - 441
162*174 6 3/8 - 6 7/8 Aİ - 142 Aİ - 242 Aİ - 442
174*187 6 7/8 -7 3/8 Aİ - 143 Aİ - 243 Aİ - 443
187*200 7 3/8 - 7 7/8 Aİ - 144 Aİ - 244 Aİ - 444
200*213 7 7/8 - 8 3/8 Aİ - 145 Aİ - 245 Aİ - 445
213*226 8 3/8 - 8 7/8 Aİ - 146 Aİ - 246 Aİ - 446
226*239 8 7/8 - 9 3/8 Aİ - 147 Aİ - 247 Aİ - 447
239*252 9 3/8 - 9 7/8 Aİ - 148 Aİ - 248 Aİ - 448

OEM Heavy Duty Clamps are designed for high tightening torque and accurate sealing for high pressure joints. 

• High band tesnsion and tightening torque
• Durable and compact design
• Sizing : 17mm - 252mm(other sizes can be offered)
• W1, W2, W4 and W5 options
• Quick and easy assembly

It is used in commercial vehicles, irrigation systems,  building
machinery, Pump and Filters, heavy  construction  machinery, 
food industries, power generators and as well as the hose industry.

HEAVY DUTY HOSE CLAMPS - AI
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 DOUBLE HEAVY DUTY HOSE CLAMPS - DAI

Ød - D(mm) PRODUCT CODE
r (mm)  e (mm)  a (mm)  s (mm)

mm INC W1 W2 W4

59*67 2 3/16–2 5/8 DAİ-111 DAİ-211 DAİ-311

M7 10 20 0,8/1
67*75 2 5/8–2 15/16 DAİ-112 DAİ-212 DAİ-312

75*83 2 15/16–3 1/4 DAİ-113 DAİ-213 DAİ-313

83*91 3 1/4–3 9/16 DAİ-114 DAİ-214 DAİ-314

88*100 33/8–4  DAİ-115 DAİ-215 DAİ-315

M8 13 25 1/1,2

100*116 4–4 9/16 DAİ-116 DAİ-216 DAİ-316

116*136 4 9/16-5 3/8 DAİ-117 DAİ-217 DAİ-317

136*156 5 3/8-6 5/32 DAİ-118 DAİ-218 DAİ-318

156*180 6 5/32-7 3/32 DAİ-119 DAİ-219 DAİ-319

125*145 4 15/16–5 11/16 DAİ-120 DAİ-220 DAİ-320

M10 15 28 1,2/1,5

145*168 5 11/16–6 5/8 DAİ-121 DAİ-221 DAİ-321

168*193 6 5/8–7 19/32 DAİ-122 DAİ-222 DAİ-322

193*220 7 19/32–8 21/32 DAİ-123 DAİ-223 DAİ-323

220*245 8 21/32–9 21/32 DAİ-124 DAİ-224 DAİ-324

245*270 9 21/32–10 3/5 DAİ-125 DAİ-225 DAİ-325

270*295 10 3/5–11 10/16 DAİ-126 DAİ-226 DAİ-326

295*320 11 10/16–12 3/5 DAİ-127 DAİ-227 DAİ-327

320*345 12 3/5–13 7/12 DAİ-128 DAİ-228 DAİ-328

OEM Double Heavy Duty Clamps provide  high tightening torque and accurate sealing for high pressure joints. 
They are suitable for applications with hi-torque clamping requirements.

• Durable double lock closure system
• Large clamping range
• Higher band tension and accurate sealing
• Sizing: 59mm - 345mm (other sizes can be offered)
• W1, W2, W4 and W5 options

 
It is used in irrigation systems, building machinery, 
 Pump and Filters, food industry, heavy construction  
machinery industries as well as the hose industry.
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NARROW TYPE HEAVY DUTY HOSE CLAMPS - AI 14

Ød - D(mm) PRODUCT CODE
r

 (mm)
a 

(mm)
s

(mm)mm W2 W3

16*19 AI - 2494 AI - 3494

M5 14 0,6

18*21 AI - 2495 AI - 3495

20*23 AI - 2496 AI - 3496

22*25 AI -2497 AI - 3497

24*27 AI - 2498 AI - 3498

26*30 AI - 2499 AI - 3499

29*33 AI - 2500 AI - 3500

32*36 AI - 2501 AI - 3501

35*40 AI - 2502 AI - 3502

38*43 AI - 2503 AI - 3503

41*48 AI - 2504 AI - 3504

44*51 AI - 2505 AI - 3505

48*56 AI - 2506 AI - 3506

51*59 AI - 2507 AI - 3507

54*62 AI - 2508 AI - 3508

57*65 AI - 2509 AI - 3509

60*68 AI - 2510 AI - 3510

63*72 AI - 2511 AI - 3511

67*75 AI - 2512 AI - 3512

70*78 AI - 2513 AI - 3513

73*81 AI - 2514 AI - 3514

76*84 AI - 2515 AI - 3515

78*86 AI - 2516 AI - 3516

79*87 AI - 2517 AI - 3517

82*91 AI - 2518 AI - 3518

86*94 AI - 2519 AI - 3519

89*97 AI - 2520 AI - 3520

90*98 AI - 2521 AI - 3521

92*100 AI - 2522 AI - 3522

95*103 AI - 2523 AI - 3523

101*110 AI - 2524 AI - 3524

103*111 AI - 2525 AI - 3525

105*113 AI - 2526 AI - 3526

108*116 AI - 2527 AI - 3527

114*122 AI - 2528 AI - 3528

116*124 AI - 2529 AI - 3529

121*129 AI - 2530 AI - 3530

127*135 AI - 2531 AI - 3531

133*141 AI - 2532 AI - 3532

140*148 AI - 2533 AI - 3533

146*154 AI - 2534 AI - 3534

152*160 AI - 2535 AI - 3535

159*167 AI - 2536 AI - 3536

165*173 AI - 2537 AI - 3537

171*180 AI - 2538 AI - 3538

178*186 AI - 2539 AI - 3539

184*192 AI - 2540 AI - 3540

190*198 AI - 2541 AI - 3541

197*205 AI - 2542 AI - 3542

203*211 AI - 2543 AI - 3543

210*218 AI - 2544 AI - 3544

216*224 AI - 2545 AI - 3545

OEM Narrow Type heavy duty clamps (14mm) have 
been designed as an alternative to the worm drive 
clamps and provide accurate sealing with easy 
assembling. Advantages over the worm drive clamps; 
provides more robust band tension and prevents 
scraping on clamp. The only disadvantage is their low 
clamping tolerance.

This product has utility model certificate by  
TPE (Turkish Patent Institute).

• High band tension and sealing
• Resistant to temperature changes and 

corrosion
• Sizing: 16mm-224mm(other sizes can be 

offered)
• Space and weight saving design
• Easy handling
• Quick assembly

It is used in automotive, marine industry, irrigation 
systems, Pump and Filters, heavy construction 
machinery and wherever the worm drive clamp used 
in hose industry.
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WORM DRIVE HOSE CLAMP - AK

With the mechanical locking system and steel band material, the product’s physical proporties provide the torque 
values required by the world standarts.  The rounded edges prevent to damage the hose. The clamps are produced 
as 8,5 and 10mm bandwidths. It is used in automotive industry, marine industry, irrigation systems, white 
appliances and hose industry.

OEM Worm Drive Clamps are produced as proper to DIN 3017.

• Band width: 8,5-10mm
• Durable and stronger one piece designed mechanical locking system
• The rounded band edges to prevent damage to the hose
• Space and weight saving design
• Quick and easy assembly

PRODUCT CODE   Ø d - Diameter
s (mm) c (mm) b (mm) a (mm)

mm Open (mm) Closed (mm) inch
AK-111 8 13 5/16" - 9/16"

0,6

19,5 6 8,5
AK-112 10 16 3/8" - 5/8"
AK-113 13 19 9/16" - 3/4"

0,7AK-114 16 23 5/8" - 7/8"
AK-115 18 25 3/4" - 1"
AK-116 19 26 3/4" - 1.1/15"

0,7

25 8 10

AK-117 20 30 3/4" - 1.1/6"
AK-118 22 36 7/8" - 1.3/8"
AK-119 25 42 1" - 1.3/8"

0,8

AK-120 28 48 1.1/15" - 2"
AK-121 32 51 1.1/4" - 2"
AK-122 38 58 1.1/2" - 2.3/8"
AK-123 44 64 1.3/4" - 2.1/2"
AK-124 51 72 2" - 2.3/4"
AK-125 57 76 2.3/8" - 3"
AK-126 65 82 2.1/2" - 3.1/8"
AK-127 76 92 3" - 3.3/5"
AK-128 85 103 3.1/8" - 4"
AK-129 92 110 3.1/2" - 4.3/8"
AK-130 105 121 4" - 4.3/4"
AK-131 115 135 4.3/8" - 5.1/8"
AK-132 130 146 5.1/8" - 5.7/8"
AK-133 146 164 5.7/8" - 6.1/2"
AK-134 146 164 5.7/8" - 6.1/2"
AK-135 160 180 6 5/16'' - 7 1/16'' 
AK-136 170 190 6 3/4'' - 7 1/2''
AK-137 180 200 7 1/16'' - 7 7/8''
AK-138 190 210 7 1/2'' - 8 1/4''
AK-139 200 220 7 7/8'' - 8 5/8''
AK-140 210 230 8 1/4'' - 9'' 
AK-141 220 240 8 5/8'' - 9''
AK-142 230 250 9 1/16''- 9 7/8''
AK-143 240 260 9 7/16'' - 10''
AK-144 250 270 9 7/16'' - 10''
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DPF CLAMPS

STRAPS

OEM Clamps Strap assemblies are frequently used for commercial applications like gas or liquid tanks, pipes 
etc. OEM straps are used to tie down or secure fastening equipment to walls, and interior and exterior surface of 
vehicles. OEM Clamps make custom products as per your request.
Customers specify bandwidth, lath styles, material type/sizes and hardware.

• Resistant to temperture chages and corrosion
• Space and weight saving durable desing 
• Quick and easy assembly

OEM DPF Clamps are designed to operate cleaning diesel particulate filters easier and manufactured with the 
tolerances OEM specifications to redound effectiveness of vehicle’s filtration system. OEM DPF Clamps exceeds 
emmission standarts and provide reliable performance for particulate filter canisters. OEM Clamps will serve as a 
set with a wide range of DPF kits(filter clamps and gaskets) in the near future.   

OEM Clamps make custom products as per your request.
Customers specify bandwidth, lath styles, material type/sizes and hardware.

• Resistant to temperature changes and corrosion
• Space and weight saving durable design 
• Quick and easy assembly
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BATTERY TERMINALS - KB

CLIPS - IK

These are mainly used for connecting batteries in 
auto industry and Inverter batteries. We take due 
care that terminal are not rough and don’t have 
any sharp edges, to make sure the wires are not 
damaged while installing. The terminals used for 
batteries has two different type as “+” and “-”

OEM Sheet Clips provide serial mounting facilities 
for secure fixing. OEM Clips are used for fixing 
purposes in automotive , air-conditioning, white 
appliances etc. industries.

PRODUCT CODE
Ø A B C X E F

W1

İK-01 3,5 13,5 9 4,5 7,5 0,6
5

İK-02 3,8 17 11 6 8 0,6
İK-03 4,2 20 13 9 8 0,6

6,5
İK-04 4,8 26 16 12 12 0,7
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WE EXPORT OUR PRODUCTS MORE THAN

75% TO GLOBAL FIRMS

OEM Clamps continues to produce millions of clamps over decades 
of production and export to more than 40 countries. With the pride 
of being the main and sub-supplier, especially for OE brands, and its 

investments, product range and production numbers increasing every 
year, it is taking firm steps towards its goals by strengthening  

its position in the clamp industry.
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info@oemclamps.com | www.oemclamps.com

Saray Mh. Site Yolu, Naya Str. No:17 
Ümraniye 34768 İstanbul - TÜRKİYE

Phone: +90 (216) 634 3434
Fax +90 (216) 634 34 33

WORLDWIDE JOINTING
SOLUTIONS

FAST, SECURE AND RELIABLE CONNECTION PARTNER


